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INTRODUCTION AND QUICK START

The VaxVolIP SIP softphone SDK is a software development kit which is used to quickly
embed SIP (Session Initiation Protocol) based softphone features to web and software.
It provides full support to tailor the softphones features as desired like having your
own GUIs or incorporating your brand name.
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EXPORTED FUNCTIONS

GetVersionFile()
The GetVersionFile() method returns the current version of component file.

Syntax

string GetVersionFile()

Parameters
No parameters.
Return Value
The function returns the files/component file version number.

Example

GetVersionFile()

See Also

GetVersionSDK()
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GetVersionSDK()
The GetVersionSDK() method returns the current version of SDK.

Syntax

string GetVersionSDK()

Parameters
No parameters.
Return Value
The function returns the SDK version number.

Example

GetVersionSDK()

See Also

GetVersionFile()
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GetVaxErrorCode()

The GetVaxErrorCode() method returns the error code for the last operation which is
failed to execute.

Please see LIST OF ERROR CODES for more details.

Syntax

integer GetVaxErrorCode()

Parameters
No parameters
Return Value
The function returns error code.

Example

Result = Initialize()

If(Result == 0) GetVaxErrorCode()

See Also

GetVaxErrorMsg()
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GetVaxErrorMsg()

The GetVaxErrorMsg() method returns the error text message for the last operation
which is failed to execute.

Please see LIST OF ERROR CODES for more details.

Syntax

string GetVaxErrorMsg()

Parameters
No parameters
Return Value
The function returns error message text.

Example

Result = Initialize()

If(Result == 0) GetVaxErrorMsg()

See Also

GetVaxErrorCode()
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Initialize()

The Initialize() function initializes the VaxVoIP component and once the component is
successfully initialized, the user will be able to dial and receive phone calls.

Syntax

Boolean Initialize()

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = Initialize()

If(Result == 0) GetVaxErrorCode()

See Also

Unlnitialize(), GetVaxErrorCode(), GetVaxErrorMsg()
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UnlInitialize()

The Unlnitialize() function releases all the memory/resources that were held during
component initialization.

Syntax

UnInitialize()

Parameters

No parameters.
Return Value

No return value.

Example

UnlInitialize()

See Also

Initialize()
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AddAccountSIP()

The AddAccountSIP() function adds SIP account settings provided by SIP SERVER or
ITSP (IP-Telephony Service Provider).

Syntax

boolean AddAccountSIP(

Parameters

AccountName(string)
The unique name to identify a SIP account.

AccountType(integer)

AccountName,
AccountType,
ListenIP,
ListenPort,
DisplayName,
UserName,
AuthLogin,
AuthPwd,
DomainRealm,
ServerAddr,
ServerPort

)

This parameter value specifies the account communication type.

0
1
2

ListenIP(string)

= Account Type UDP
Account Type TCP
Account Type TLS

The ListenIP parameter value specifies the IP address of machine on
which VaxVolIP is running.

ListenPort(integer)

The ListenPort parameter specifies the port number for SIP softphone
to receive the requests. If the port is specified as -1, the VaxVoIP
assigns a unique port to the application.

DisplayName(string)

This parameter value specifies the display name for user which is
provided by IP-Telephony or VoIP service provider otherwise leave it

blank.
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UserName(string)
This parameter value specifies the user-name which is provided by IP-
Telephony or VoIP service provider otherwise leave it blank.

AuthLogin(string)
This parameter value specifies the user Login which is provided by IP-
Telephony or VoIP service provider.

AuthPwd(string)
This parameter value specifies the password which is provided by IP-
Telephony or VoIP service provider.

DomainRealm(string)
This parameter value specifies the IP/Domain address of the computer
on which SIP server is running or provided by IP-Telephony or VoIP
service providers.

ServerAddr(string)
This parameter value specifies the IP/Domain address of the computer
on which SIP server is running or provided by IP-Telephony or VoIP
service providers.

ServerPort(integer)
This parameter value specifies the port of the computer on which SIP
server is running or provided by IP-Telephony or VoIP service providers,
otherwise default port 5060 can be used.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example
Result = AddAccountSIP(“TestSIP”, O, *”, -1, *”, ", “4002", “4002", “",
“demo.vaxvoip.com”, 8060)

If(Result == 0) GetVaxErrorCode()

See Also

RemoveAccountSIP(), GetVaxErrorCode(), GetVaxErrorMsg()

Page 14 of 184



TECHNICAL DOCUMENTATION VAXVOIP SIP PHONE SDK

RemoveAccountSIP()

The RemoveAccountSIP() function removes the SIP account, which was previously
added by AddAccountSIP() function.

Syntax

void RemoveAccountSIP(AccountName)

Parameters

AccountName(string)
The unique name to identify a SIP account.

Return Value
No return value.

Example

RemoveAccountSIP("TestSIP")

See Also

AddAccountSIP(), RegisterAccountSIP(), GetVaxErrorCode()
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RegisterAccountSIP()

The RegisterAccountSIP() function registers the client to SIP server. The registration
with server is mandatory to receive calls however calls can be dialed without
registration.

Syntax

boolean RegisterAccountSIP(AccountName, Expire)

Parameters

AccountName(string)
The unique name to identify a SIP account.

Expire(integer)
The Expire parameter specifies the time interval after which the
registration with server will be refreshed consequently server will remain
updated about the present client status.
Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

RegisterAccountSIP("TestSIP”, 1800)

See Also

UnRegisterAccountSIP(), GetVaxErrorCode()
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UnRegisterAccountSIP()

The UnRegisterAccountSIP() function unregisters/disconnects the client from SIP
server.

Syntax

boolean UnRegisterAccountSIP(AccountName)

Parameters

AccountName(string)
The unique name to identify a SIP account.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

UnRegisterAccountSIP(("TestSIP")

See Also

RegisterAccountSIP(), GetVaxErrorCode()
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AudioDeviceVU()

The AudioDeviceVU() activates VU (Volume Unit) functionality on a specific audio
device (mic or spk). Such method can be used to develop VU meter.

Syntax

boolean AudioDeviceVU(Activate, MicVU, SpkVU)

Parameters

Activate(boolean)
The Activate parameter value can be 0 or 1. Assign value 1 to this
parameter if you want to activate VU otherwise zero.

MicVU(boolean)
The MicVU parameter value can be 0 or 1. Assign value 1 to this
parameter if you want to activate VU on MICROPHONE device otherwise
zero.

SpkVU(boolean)
The SpkVU parameter value can be 0 or 1. Assign value 1 to this
parameter if you want to activate VU on SPEAKER device otherwise zero.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

AudioDeviceVU(1, 1, 0)

See Also

OnAudioDeviceMicVU(), OnAudioDeviceSpkVU()
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GetAudioInDevTotal()

The GetAudiolnDevTotal() function provides the total count of input devices attached
to device.

Syntax

integer GetAudioInDeviceTotal()

Parameters
No parameters.
Return Value
Total number of audio input devices.

Example

GetAudiolnDeviceTotal()

See Also

GetAudioOutDevTotal()
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GetAudioOutDevTotal()

The GetAudioOutDevTotal() function provides the total count of output devices
attached to device .

Syntax

integer GetAudioOutDeviceTotal()

Parameters
No parameters.
Return Value
Total number of audio output devices.

Example

GetAudioOutDeviceTotal()

See Also

GetAudioInDevTotal()
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GetAudioOutDevName()

The GetAudioOutDevName() function returns the name of output audio device for
provided device id.

Syntax

string GetAudioOutDevName(Deviceld)

Parameters
Deviceld(integer)
This parameter value can be any number from zero to total number of
input devices — 1. Each number corresponds to a particular audio output
device.
Return Value

Device name for corresponding device id, otherwise empty string.

Example

GetAudioOutDevName(0)

See Also

GetAudioInDevName(), GetAudioOutDevTotal(), GetAudioInDevTotal()
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GetAudioInDevName()

The GetAudiolnDevName() function returns the name of input audio device for
provided device id.

Syntax

string GetAudioInDevName(Deviceld)

Parameters
Deviceld(integer)
This parameter value can be any number from zero to total number of
input devices — 1. Each number corresponds to a particular audio input
device.
Return Value

Device name for corresponding device id, otherwise empty string.

Example

GetAudioInDevName(0)

See Also

GetAudioOutDevTotal(), GetAudiolnDevTotal(), GetAudioOutDevName()
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OpenLine()

The OpenLine() function opens a specific line to dial/receive call. As VaxVoIP supports
multiple calls simultaneously so this function should be called prior to establishing
connection, allowing user to dial/receive new calls on available free line.

Syntax

boolean OpenLine(LineNo, RTPRxIP, RxAudioPortRTP, RxVideoPortRTP)

Parameters

LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

RTPRxXIP(string)
The RTPRxIP parameter value specifies the IP address of computer on
which VaxVolP receives voice streams. The ListenIP and RTPRXIP can
be different if a computer has multiple IP addresses.

RxAudioPortRTP(integer)
The RxAudioPortRTP parameter value specifies the port number to
receive voice streams. The Listen ports should be in range of 1024 to
65535 for UDP based transmission and for RTP compliance port number
should be even.

RxVideoPortRTP(integer)
The RxVideoPortRTP parameter value specifies the port number to
receive video streams. The Listen ports should be in range of 1024 to
65535 for UDP based transmission and for RTP compliance port number
should be even.
Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = OpenLine(2, “*”, -1, -1) //“" = auto, -1 = auto
if (Result==0) GetVaxErrorCode( )

See Also

CloselLine(), GetVaxErrorCode()
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CloseLine()

The CloseLine() function closes the specific line which is no longer in use. This method
can be called every time a call is disconnected to close the specific line or all open lines
can be closed once at component uninitialization.

Syntax

boolean CloseLine(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

OpenlLine(2, *”, -1, -1) ™" = auto, -1 = auto
CloseLine(2)

See Also

OpenlLine(), GetVaxErrorCode()
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DialCall()
The DialCall() function sends call request to SIP server.

Syntax

boolean DialCall(
LineNo,
CallerName,
Callerld,
DialNo,
InputDeviceld,
OutputDeviceld

)

Parameters

AccountName(string)
The unique name to identify a SIP account.

LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

CallerName(string)
This parameter specifies the user-name to be dialed.

CallerId(string)
This parameter specifies the user id to be dialed.

DialNo(string)
This parameter specifies the user-name or phone number to be dialed.

InputDeviceld(integer)
This parameter specifies the id of specific input device to be connected
upon dialing call however -1 value can be provided for default input
device.

OutputDeviceld(integer)
This parameter specifies the id of specific output device to be used upon
dialing call however -1 value can be provided for default output device.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.
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Example

Result = DialCall(2, “John”, *0019140000”, “001914600518”, -1, -1)
if(Result == 0) GetVaxErrorCode()
See Also

Disconnect(), GetAudioOutDevName(), GetAudiolInDevName(),
GetVaxErrorCode()
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DisconnectCall()

The DisconnectCall() function disconnects the specific call in progress.

Syntax

boolean DisconnectCall(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = DisconnectCall(2)
if(Result == 0) GetVaxErrorCode()

See Also

DialCall(), Connect(), GetVaxErrorCode()
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AcceptCall()
The AcceptCall() function accepts the incoming call.

Syntax

boolean AcceptCall(
LineNo,
Callld,
InputDeviceld,
OutputDeviceld

)

Parameters

LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Callld(string)
The Callld parameter value is a unique identifier for each incoming call.
The value of this parameter is generated internally by the system
(Incoming call-I1d, please see OnIncomingCallStarted() event details).

InputDeviceld(integer)
This parameter specifies the id of specific input device to be connected

upon accepting call however -1 value can be provided for default input
device.

OutputDeviceld(integer)
This parameter specifies the id of specific output device to be connected
upon accepting call however -1 value can be provided for default output
device.
Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = AcceptCall(0, “"24c654c@192.168.0.119”, -1, -1)
if(Result == 0) GetVaxErrorCode()
See Also

GetAudioOutDevName(), GetAudioInDevName(), RejectCall(),
GetVaxErrorCode()
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RejectCall()
The RejectCall() function cancels/rejects the incoming call.

Syntax

boolean RejectCall(Callld)

Parameters

Callld(string)
The Callld parameter value is a unique identifier for each incoming call.
The value of this parameter is generated internally by the system
(Incoming call-Id, please see OnIncomingCallStarted() event details).

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = RejectCall(*24c654c@192.168.0.119")
if(Result == 0) GetVaxErrorCode()

See Also

AcceptCall(), GetVaxErrorCode()
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TransferCallBlind()

The TransferCallBlind() function transfers the call from a specific line to a specific
number or user. This function can be used to implement “unannounced/blind call
transfer i-e transferring the call without notifying the desired party/extension of the
impending call”.

Syntax
boolean TransferCallBlind(

LineNo,
ToUserName

)
Parameters

LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

ToUserName(string)
This parameter specifies the to user-name or phone number to be
dialed.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = TransferCallBlind(2, “00192600524")
if(Result == 0) GetVaxErrorCode()

See Also

AcceptCall(), GetVaxErrorCode()
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TransferCallConsult()

The TransferCallConsult() function sends transfer call consult request to SIP Server
and SIP Server links both calls. This function can be used to implement the feature
“announced/consult call transfer i-e notifying the desired party/extension of the
impending call by putting the caller on hold and dialing the desired party/extension”.

Syntax

boolean TransferCallConsult(
LineNoA,
LineNoB

)
Parameters

LineNoA(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

LineNoB(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = TransferCallConsult (1, 3)
if(Result == 0) GetVaxErrorCode()

See Also

TransferCallBlind(), GetVaxErrorCode()
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HoldLine()
The HoldLine() method puts a specific line on hold.

Syntax

HoldLine(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = HoldLine(3)
if(Result == 0) GetVaxErrorCode()

See Also

HoldLine(), GetVaxErrorCode()
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UnHoldLine()
The UnHoldLine() function unholds a specific line.

Syntax

boolean UnHoldLine(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = UnHoldLine(2)
if(Result == 0) GetVaxErrorCode()

See Also

HoldLine(), GetVaxErrorCode()
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IsLineOpen()

The IsLineOpen() function returns open/close status of a specific line.

Syntax

boolean IsLineOpen(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.
Return Value

The function returns value 1 (true) if line is open otherwise zero.

Example

IsLineOpen(4)

See Also

OpenlLine(), IsLineBusy()
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IsLineConnected()

The IsLineConnected() function returns the status of already opened line i-e line is
connected or free.

Syntax

boolean IsLineConnected(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.
Return Value

The function returns value 1 (true) if line is connected otherwise zero.

Example

IsLineConnected(4)

See Also

OpenlLine(), IsLineOpen(), IsLineBusy()
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IsLineHold()

The IsLineHold() method returns the HOLD status of a specific line.

Syntax

boolean IsLineHold(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.
Return Value
The function returns value 1 (true) if line is on hold otherwise zero.
Example
Result = IsLineHold(3)
if(Result == 0) GetVaxErrorCode()

See Also

HoldLine(), GetVaxErrorCode()
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IsLineBusy()

The IsLineBusy() function checks the status of already opened line i-e line is busy or
free.

Syntax

boolean IsLineBusy(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.
Return Value

The function returns value 1 (true) if line is busy otherwise zero.

Example

IsLineBusy(4)

See Also

OpenLine(), IsLineOpen()
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IsLinePlaying()

The IsLinePlaying() function checks whether the wave file playing is in progress or not
on provided line.

Syntax

boolean IsLinePlaying(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Return Value

The function returns value 1(true) if wave file is playing on provided line
otherwise it returns O(false).

Example

IsLinePlaying(2)

See Also

PlayWaveOpen(), PlayWaveStart(), PlayWaveStop(), PlayWaveSkipTo(),
GetVaxErrorCode()
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IsLineRecording()
The IsLineRecording() function checks if recording is enabled or not on a specific line.

Syntax

boolean IsLineRecording(LineNo)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.

Return Value

The function returns value 1(true) if recording is enabled on provided line
otherwise O(false).

Example

IsLineRecording(6)

See Also

StartRecording(), StopRecording(), GetVaxErrorCode()
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EnableKeepAlive()

The EnableKeepAlive() function keeps the ports open for connection by sending “keep
alive packets” periodically. It helps to keep the ports open at NAT/firewall end.

Syntax

boolean EnableKeepAlive(AccountName, Seconds)

Parameters

AccountName(string)
The unique name to identify a SIP account.

Seconds(integer)
This Seconds parameter value specifies the time interval in seconds
after which keep alive packets will be sent to keep the port open for
connection.
Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

OpenlLine(2, *192.168.0.103", 7006, 7008)
EnableKeepAlive("TestSIP”, 10)

See Also

DisableKeepAlive(), GetVaxErrorCode()
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DisableKeepAlive()

The DisableKeepAlive() method stops sending keep-alive packets i-e it disables the

functionality of EnableKeepAlive() method.

Syntax

void DisableKeepAlive(AccountName)

Parameters

AccountName(string)

The unique name to identify a SIP account.

Return Value
No return value.

Example

DisableKeepAlive("TestSIP")

See Also

EnableKeepAlive(), GetVaxErrorCode()
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SelectAllAudioCodec()
The SelectAllAudioCodec() function selects all the voice codec.

Syntax

void SelectAllAudioCodec()

Parameters

No parameters.
Return Value

No return value.

Example

SelectAllAudioCodec()

See Also

DeselectAllAudioCodec(), GetVaxErrorCode()

Page 42 of 184



TECHNICAL DOCUMENTATION VAXVOIP SIP PHONE SDK

SelectAudioCodec()

The SelectAudioCodec() function selects a voice codec for provided codec number. The
function can be called multiple times to select more than one voice codec. Moreover
the sequence of selection of voice codec decides the priority of codec i-e the voice
codec selected first has higher priority than the codec selected afterward.

Syntax

boolean SelectAudioCodec(CodecNo)

Parameters
CodecNo(integer)
This parameter value ranges from 0-4 and each value corresponds to a
particular voice codec.

VaxVolIP SIP SDK supports the following voice codecs:

0 = G711 U-Law
1 =G711 A-Law
2 =GSM6.10

3 =ilLBC

4 = G729

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

DeselectAllAudioCodec()
SelectAudioCodec(4)
SelectAudioCodec(1)
SelectAudioCodec(2)
SelectAudioCodec(3)

In this example G729 has the highest priority where as iLBC has Lowest priority.

See Also

DeselectAudioCodec(), GetVaxErrorCode()
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DeselectAllVideoCodec()

The DeselectAllVideoCodec() function deselects all the video codec options.

Syntax

void DeselectAllVideoCodec()

Parameters

No parameters.
Return Value

No return value.

Example

DeselectAllVideoCodec()

See Also

SelectAllVideoCodec(), GetVaxErrorCode()
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DeselectAudioCodec()

The DeselectAudioCodec() function deselects a voice codec for provided codec number.

Syntax

boolean DeselectAudioCodec(CodecNo)

Parameters
CodecNo(integer)
This parameter value ranges from 0-4 and each value corresponds to a
particular voice codec.

VaxVoIP SIP SDK supports the following voice codecs:

0 = G711 U-Law
1 =G711 A-Law
2 =GSM6.10

3 =ilLBC

4 = G729

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = DeselectAudioCodec(1)
if(Result == 0) GetVaxErrorCode()

See Also

SelectAudioCodec(), GetVaxErrorCode()
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SelectAllVideoCodec()

The SelectAllVideoCodec() function selects all the VaxVoIP SDK's supported video
codecs.

Syntax

void SelectAllVideoCodec()

Parameters

No parameters.
Return Value

No return value.
Example

SelectAllVideoCodec()

See Also

DeselectAllVideoCodec(), GetVaxErrorCode()
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SelectVideoCodec()

The SelectVideoCodec() function selects a video codec for provided codec number.
The function can be called multiple times to select more than one video codec.
Moreover the sequence of selection of video codec decides the priority of codec i-e the
video codec selected first has higher priority than the codec selected afterward.

Syntax

boolean SelectVideoCodec(CodecNo)

Parameters
CodecNo(integer)
This parameter value ranges from 0-2 and each value corresponds to a
particular video codec.

VaxVoIP SIP SDK supports the following video codecs:

0 = VP8

1 = H263
2 = H263+

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

DeselectAllVideoCodec()

SelectVideoCodec(0)
SelectVideoCodec(2)

In this example VP8 has the highest priority where as H263+ has lowest priority

See Also

DeselectVideoCodec(), GetVaxErrorCode()
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DeselectAllVideoCodec()

The DeselectAllVideoCodec() function deselects all the video codec options.

Syntax

void DeselectAllVideoCodec()

Parameters

No parameters.
Return Value

No return value.

Example

DeselectAllVideoCodec()

See Also

SelectAllVideoCodec(), GetVaxErrorCode()
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DeselectVideoCodec()

The DeselectVideoCodec() function deselects a video codec for provided codec
number.

Syntax
boolean DeselectVideoCodec(CodecNo)

Parameters

CodecNo(integer)
This parameter value ranges from 0-2 and each value corresponds to a
particular video codec.

VaxVoIP SIP SDK supports the following video codecs:
VP8

0
1 =H263
2 = H263+

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

Result = DeselectVideoCodec(1)
if(Result == 0) GetVaxErrorCode()

See Also

SelectVideoCodec(), GetVaxErrorCode()
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DigitDTMF()

The DigitDTMF() function sends DTMF digit to the remote end SIP server. This method
can also be used to play DTMF tones.

Syntax

boolean DigitDTMF(
LineNo,
Digit,
TypeDTMF
)

Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.
Digit(string)
This parameter value specifies any digit that has been pressed.

(1,2,3,4,5,.....0, %, #).

TypeDTMF(integer)
This parameter value specifies the Type Id.

The supported types are:
0 = AUTO
1 = RFC2833 TYPE
2 = SIP INFO TYPE
3 = INBAND or VOICE TYPE

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

DigitDTMF(1,"3", 0)

See Also

SetVolumeDTMF(), GetVolumeDTMF()
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SetVolumeDTMF()
The SetVolumeDTMF() function adjusts the volume of DTMF tones.

Syntax

boolean SetVolumeDTMF(Volume)

Parameters
Volume(integer)
This parameter specifies the volume level for DTMF tones ranges
between 0-250.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

SetVolumeDTMF(6)

See Also

DigitDTMF(), GetVolumeDTMF()
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GetVolumeDTMF()

The GeVolumeDTMF() function returns the volume level of DTMF tones.

Syntax

integer GeVolumeDTMF()

Parameters

No parameters.
Return Value

The function returns the volume of DTMF tones ranges between 0-250.
Example

SeVolumeDTMF(6)

GeVolumeDTMF()

See Also

DigitDTMF(), SeVolumeDTMF()
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MuteMic()

The MuteMic() function mutes the microphone. Call to MuteMic() method does not
affect the Master Mute Control. It simply starts sending silence data.

Syntax

boolean MuteMic(Mute)

Parameters
Mute(boolean)
The Mute parameter value can be 0 or 1. Assign value 1 to This
parameter to mute the microphone otherwise zero.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

MuteMic(0)
MuteMic(1)

See Also

MuteSpk(), GetVaxErrorCode()
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MuteSpk()

The MuteSpk() function mutes the speaker. Call to MuteSpk() does not affect the
Master Mute Control.

Syntax

boolean MuteSpk(Mute)

Parameters
Mute(boolean)
The Mute parameter value can be 0 or 1. Assign value 1 to This
parameter to mute the speaker otherwise zero.

Return Value

The function returns a Non-zero value on its successful execution otherwise 0,
a specific error code can be retrieved by calling GetVaxErrorCode() method.

Example

MuteSpk(0)
MuteSpk(1)

See Also

MuteMic(), GetVaxErrorCode()
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MuteLineSpk()
The MuteLineSpk() method mutes output voice stream of specific line.

Syntax

boolean MuteLineSpk(
LineNo,
Mute,

)
Parameters
LineNo(integer)
This parameter value specifies the specific line. The LineNo value is a
unique number to identify a specific line.
Mute(boolean)
The Enable parameter value can be 0 or 1. Assign value 1 to This

parameter to mute output voice stream otherwise zero.

Return Value

The functi